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High quality hoses for beverage,
foodstuff, pharmacy and cosmetics

SVB VARIOPLUS

SVB VARIO TOP

SVB PREMIUM ADT/UPE

SVB MULTILEBENSMITTELSCHLAUCH
SVB MILCHSAMMELWAGEN

SVB TRINKWASSER KTW/W-270

SVB DAMPFSCHLAUCH

SVB PHARMAFLON

SVB MANIPHARM

SVB SIL 3/P SILICONHOSE

SVB PTFE-HOSES T

manufacturing 150 2001
SVE - rubberhoses and sillconhoses
Lining conforming with the respective national and
international foodstuffs legisiations
BfR (Gemany) | FDA (uga)

lining taste and odourless

homogeneous, smooth and mirrefinish

excellent quality rubber compounds

safety factor 3:1

resistant to CIP-cleaning and conventional cleaning
suitable for all commercial normaly cleaning and
disinfection products uses in the food industry
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delivery hose

suction and delivery hose

hose assemblies and connectors

DIN 11851 / TRI-Clamp DIN 32676 / TRI-Clamp Zoll, 150
SMS/IDF [ RJT ! DS | Aseptic DIN 11864
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contact:

BONI... S

D - 77933 Lahr/Schw. (Germany)
Brudertalstrale 5a

® phone 0049(0) 7821-97420
& fax  0049(0) 7821-974230

H info@boni-online.de
B www.boni-online.de

If you want a firm proposal please do not hesitate to contact us:
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Hoses and hose-engineering for beverage, foodstuffs, dairy, pharmacy, cosmetics,
plant engineering, bottling plants and process-engineering.

hoses SE

SVB - VARIO PLUS beverage / non-fat foodstuffs 4
SVB - VARIO TOP beverage / beer / non-fat foodstuffs 5
SVB - LIGHTFOOD wine / fatty and non fatty liquids 6
SVB - PREMIUM ADT/ UPE beverage / dairy products / pharmaceutical 7
SVB — MULTILEBENSMITTEL dairy products / fatty-foodstuffs 8
SVB - MILCHSAMMELWAGEN milk / milk collecting trucks / beverage 9
SVB - DAMPFSCHLAUCH w ater / hot-w ater / steam / beverage 10
SVB — TRINKWASSER potable w ater / w ater 11
SVB — ORCHIDEE PLUS w ater / cold and hot w ater 12
SVB - MANIPHARM pharmaceutical / cosmetics / foodstuffs 13
SVB — PHARMAFLON pharmaceutical / cosmetics 14
SVB — SILIKONSCHLAUCH SIL 3/ P pharmaceutical / cosmetics / foodstuffs 15
SVB - PTFE — HOSES pharmaceutical / cosmetics / foodstuffs 16
SVB - STAINLESS STEEL HOSE w ater/ steam/ beverage / dairy products 17

hose couplings

SVB - PRESSFIX sw aged fitting for hoses 18
SVB — COUPLING FOOD coupling w ith clamps (aluminium or inox) 19
SVB - HOSE COUPLINGS couplings for hoses 20
faccessory
SVB - HOSE RELLS Inox w ith automatic retraction 21
SVB — WATER SAVING VALVES for cleaning and w ash dow n 22
SVB — ACCESSORY everything about the hose 23

This product overview is only a small excerpt from our extensive hoses and couplings program.
Should you because of your purpose hose is not appropriate in this overview, we ask for your
inquiry.
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beverage hose

SVB - VARIO PLUS
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rubber beverage hose — high temperature restistance

beer ® wine @ juice ® sparkling wine @ alcohol

- Pramium quality beverage hose for all non-fat foodstuffs, as beer, wine, fruit juices, liquid foodstuffs
and pure alcohaol up to 40%, for use in wine cellars, breweries, food and beverage industry.

- Withe EPDM-Inliner high temperature resistance and very good resistance to agressive cleaning

- Cleaning conventionally or by CIP installations

- Rubber compound conforming to BfR Category |l recommendations
and requirements of german food-legislation and conforming FDA

Conforming: BfR Category Il / FDA Food an Drugs Administration

Tube: EPDM, white, smooth, mirorfinish, taste and odouriess, food-quality
Cover: EPDM, red, abrasion and weather resistant

Reinforcement: delivery hose: plies of synthetic textile,

suction and delivery hose: synthetic textile and steel wire helix
Working pressure: 15 bar/+20°C.(safety factor 3xworking pressure)
Vacuum: delivery hose 0,5 bar/+20°C. >NW 65 0,4 bar

suction and delivery hose 0,8 bar/+20°C.
Temperatur range: -30°C. up to +95°C. for hot water temporary: steam max. +130°C./30 min
Marking: SVB-Vario Plus BfR Katll

Together with the
SVE-PRESSFIX (swaged fitting)
or SVB-COUPLINGS FOOD

and the rubber protection rings

it is the ideal hose assembly

w

! FDA
LD, Measuramenl Artiche Waork Ing Bﬂl‘lﬂil‘lg- w&inhl
mm (D X Wal thickness)|  number pressure | radws +20° app. kaim
Delivery hose
13 13x 5Smm 10601305 15 bar Q0 mm 0.34
19 19 x & mm 10601906 15 bar 120 mm 0,50
25 | 25x 7 mm | 10602507 15 bar 150 mm 0,80
32 32x 8mm 10603208 15 bar 200 mm 1.30
38 | 38x 9mm | 10603809 15 bar 230 mm 1,85
40 40 x 10 mm 10604010 15 bar 240 mm 220
50 50 x 11 mm 10605011 15 bar 300 mm 2,80
65 | 65x 12 mm [ 10606512 | 15 bar 420 mm 3,80
80 B0 x 15 mm 10608015 15 bar 560 mm 5.70
100 | 100 x 15 mm | 10601015 15 bar 700 mm 7.50
Suction and delivery hose (steel wire helix)
19 19 x 6 mm 10611906 15 bar 120 mm 0,85
25 25x 6 mm 10612506 | 15 bar 160 mm 1.05
32 32x bmm 10613206 15 bar 160 mm 1.05
40 40 x 7 mm 10614007 15 bar 200 mm 1,55
50 50 x 8 mm 10615008 15 bar 260 mm 1.95
65 B85 x 8 mm 10616508 15 bar 350 mm 290
80 BDOx 9 mm 10618009 15 bar 440 mm 4,15
100 | 100x9mm | 10611009 | 15 bar 600 mm 5,30

Rall Lengths: 40 m
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rubber beerhose — very high temperature restistance

beer ® wine @ juice ® sparkling wine @ alcohol ® non-fat foodstuffs
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- Premium quality beverage hose for all non-fat foodstuffs, as beer, wine, fruit juices, liquid foodstuffs

and pure alcohol up to 40%, for use in breweries, food and beverage industry.

= With EPM-Inliner very high temperature resistance ( hot water +120°C. / steam +150°C. )
and very good resistance to agressive cleaning

- Cleaning conventionally or by CIP installations

- Rubber compound conforming to BfR recommendations
and requirements of german food-legislation and conforming FDA

Conforming: BiR Category Il / FDA Food and Drugs Administration
Tube: EPM, white, smooth, mimofinish, taste and odourless, food-guality
Cover: EPDM, red, abrasion and weather resistant

Reinforcement: delivery hose: plies of synthetic textile,

suction and delivery hose: synthetic textile and steel wire helix

Working pressure: 15 bar/+20°C.(safety factor 3xworking pressure)

Vacuum: delivery hose 0,5 bar/+20°C. =NW 65 0,4 bar
suction and delivery hose 0,8 bar/+20°C.

Temperatur range: -30°C. up to +120°C. for hot water/ 80 min. temporary: steam max. +150°C./30 min.

Marking: SVB-Vario TOP BR Katll [/ FDA
1.0, | Measurement Article Working | Bending- Weight
mm D X Wall thickness)] number pressure | radius «20° app. kgim
Delivery hose
Together with the 13 | 13x S5mm | 10467305 15 bar 90 rren 0.34
SVE-PRESSFIX (swaged fitting) 19 | 19x &6mm | 10467906 15 bar 120 mm 0.50
or SVB-COUPLINGS FOOD 25 | 25x 7mm | 10462507 | 15 bar 150 mm 0.80
and the rubber protection rings 32 | 32x 8mm | 10463208 | 15 bar 200 mm 1.30
itis the idaal hoss assembly 38 | 38x Smm | 10463800 | 15 bar 230 mm 1.85
40 40 x 10 mm 10464010 15 bat 240 men 2.20
— 50 50 x 71 mm 10465011 15 bar 300 mm 2.90
] 65 | 65x 12mm | 10466512 | 15 bar 420 mm 3.80
80 80 x 15 mm | 10468015 15 bar 560 mm 5.70
g = 100 | 100 x 15 mm | 10461015 15 bar 700 mm 7.50
SWH . KARID Tos
ey Suction and delivery hose (steal wire helix)
SVE - PREMIUM ADT 19 19 x 6 mm 10471906 15 bar 120 mm 0.85
25 25 x 6B mm 10472506 15 bar 160 mm 1.05
32 32xb6mm 10473206 15 bar 160 mm 1,05
40 40 x 7 mm 10474007 15 bar 200 mm 1.55
50 S50 x 8 mm 10475008 15 bar 260 mm 1.95
[ 65 x 8 mm 10476508 15 bar 350 mm 2,90
B0 80 x 9 mm 10478009 15 bar 440 mm 4,15
100 100x9mm | 10471008 15 bar €00 mm 5,30
Roll Lengths: 40 m
08r2010 Know How in hoses and hose engineering ! [ 5 |
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SVB - LIGHTFOOD
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rubber beverage wine hose — high flexible suction and delivery hose — very lightweight
wine @ juice ® sparkling wine @ alcohol @ fatty and non-fatty liquids

- Universal flexible rubber hose specifically designed for application in the oil and wine sector
for transferring fatty an non fatty liquids such as edible oil, wine, cider, grape must, fruit juices and
distillates with a alcoholic content up +96%.
- MNormally used for light-duty application in wineries or in similar food manufacturing
environments and as connection between tank trucks and tanks.
- Inliner totally free from phtalales and animal derivatives, good flexiblility also at low temperature
- Cleaning conventionally or by CIP installations, high resistance against chemical cleaning products
- Rubber compound conforming FDA

Conforming: FDA (Food and Drugs Administration)
Tube: synthetic rubber(phtalates-freg), clear colour, smooth, mirrorfinish, taste and odourless,
Cover; synthetic rubber, red, abrasion and weather resistant
Reinforcement: synthetic textile, embeded steel wire helix
Working pressure: 5-18 barf+20°C.(safety factor 3xworking pressure)
Vacuum: 0,9 bar/+20°C.
Temperatur range: -30°C. up to +80°C., temporary for sterilisation: steam max. +120°C./30 min
Marking: SVB-VARIO WINE [ FDA [ phtalates free
LD, Measurament Article Working Banding- Waight

mm |(ID X Wall thickness)| number pressure | radius +20° app. kg'm

Suction and delivery hose (steel wire helix)
Together with the 19

SVB-PRESSFIX (swaged fitting) 19 x 5,0 mm | 10651905 18 bar 70 mm 0,58
or SVB-COUPLINGS FOOD 25 | 25x 50 mm | 10652505 15 bar a0 mm 0,69
and the rubber protection rings 32 | 32x50mm | 10653205 12 bar 135 mm 0,83
it is the ideal hose assambly 38 | 38x53mm | 10653805 | 10 bar 170 o 1,12
40 | 40 x 53 mm | 10654005 10 bar 180 mm 117

h 50 | 51x53mm | 10655005 8 bar 225 mm 1,48
RS BEN BT 65 | 65x 6,0 mm | 10656506 | 7 bar 280 mm 2,10

B0 | 80x 6,0 mm | 10658006 6 bar 390 mm 2,80

g m 100 | 102 x6,5 mm | 10659505 | 5 bar B0 rmm 3,80

- 125 | 125 x 8,0 mm | 10659608 4 bar 750 mm 5,80
- Foll Lengths: 40 m

'VH - P ] Above technical data are referring to appication at room temperature (+20°C)

| 6 | Know How in hoses and hose engineering ! 0ar2010
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SVB - PREMIUM ADT/UPE

Univeral rubber hose with UPE-Inliner for beverage, dairy, pharmacy, cosmetics

beer @ alcohol @ juice ® dairy-products @ fat and non fatt-foodstufis

- Premium quality hose for delivery all foodstuffs, as beer, wine, fruit juices, liquid foodstuffs, fatt-foodstuffs,
and pure alcohol up to 96%, for use in breweries, food and beverage industry, pharmaceutical industry.

= UPE-Inliner (ultrahigh molecular polyethylene), cdourless and tasteless inner liner to guarantee
that the conveyed medium remains absolutely unchanged.

- Cleaning conventionally or by CIP installations

- Suitable for all commericial cleaning and disinfection products unsed in the food industry.
- Rubber compound conforming to BfR (Germany) and conforming FDA

Conforming:
Tube:

Cover:
Reinforcement:

Working pressure:

Vacuum:

Temperatur range:

Marking:

Together with the

BR / FDA

Food and Drugs Administration

UPE, light colour, smooth, miror-like, taste and odourless, food-quality
EPDM, blue, abrasion and weather resistant
delivery hose: plies of synthetic textile,
suction and delivery hose: synthetic textile and steel wire helix and copper wires
15 barf+20°C. (safety factor 3xworking pressure)
delivery hose 0,5 bar/+20°C. >NW 65 0,4 bar

suction and delivery hose 0,8 bar/+20°C.

-30°C. up to +90°C. / temporary: steam max, +130°C./30 min.

SVB-PREMIUM ADT

SVE-PRESSFIX (swaged fitting)
or SVB-COUPLINGS FOOD

and the rubber protection rings

it is the ideal hose assembly

HLLTIL

BMTTE

g I SWH . WARID TOs
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BfR /! FDA
(N Measurement Article Working Banding- Waight
mm D X Wall thickness)] number pressure | radius +30° | app. kgim
Delivery hose
19| 19x 6mm | 10371906 15 bar 160 mm 0.50
25| 25x 7mm | 10372507 | 15 bar 200mm 0,80
32 32x Bmm 10373208 15 bar 250 mm 1.35
38| 38x 9mm | 10373609 15 bar 320 mm 1.85
40 | 40x10mm | 10374010 15 bar 330 mm 2,10
50 | 50x 11 mm | 10375011 15 bar 380 mm 2,80
65 | 65x 12 mm | 10376512 15 bar 480 mm 205
B0 | BOx15mm | 10378015 15 bar 550 mm 6,10
100 | 100 x 15 mm | 10371015 15 bar 780 mm 7.20
Suction and delivery hose (steel wire helix)
19 19 x 6 mm 10361906 15 bar B0 mm 0.65
25 25x 6 mm 10362506 15 bar 120 mm 0,85
32 32 x 6 mm 10363206 15 bar 220 mm 1.05
40 40 x 7 mm 10364007 15 bar 280 mm 1.55
50 50 x 8 mm 10365008 15 bar 320 mm 1,95
(1] 65 x 8 mm 10366508 15 bar 400 mm 2,90
B0 B0 x 9 mm 10368000 15 bar 460 mm 4,15
100 100 x 9mm | 10361009 15 bar 600 mm 5,30

Roll Lengths: 40 m

Above technical data are referring to apphicabion at room temperature (+20°C.)
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milk and dairy hose

SVB - MULTILEBENSMITTEL
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rubber milk and dairy hose, blue cover, flexible
milk ® dairy productes @ fat ® oile ® fat foodstuffs

- Pramium quality milk and dairy hose for all fat foodstuffs of high oil and fad bases foods, as milk, dairy
productes, fat and oil, creme.

- Light, flexible and easy handling

- Cleaning conventionally or by CIP installations

- Rubber compound conforming to BfR Category recommendations
and requirements of german food-legislation and conforming FDA

Conforming: BfR Category Il / FDA Food an Drugs Administration
Tube: NER-based compount, white, smooth, mimorfinish, taste and odourless, food-quality
Cover: Synthetic rubber, blue, abrasion and weather resistant

Reinforcement: delivery hose: plies of synthetic textile,

suction and delivery hose: synthetic textile and steel wire helix
Working pressure: 15 bar/+20°C (safety factor 3xworking pressure)
Vacuum: delivery hose 0,5 barf+20°C. >NW 65 0,4 bar

suction and delivery hose 0,8 bar/+20°C.
Temperatur range: -30°C. up to +90°C. [ temporary: steam max. +130°C.f30 min
Marking: SVB-MULTILEBENSMITTEL BfR Katll [ FDA

1.0, Measurement Article | Working- | Bending- Weight
mm |{IDx w all thickness)| number pressure | radus +20°. | app. kg/im

Delivery hose

13 | 13x 5mm 10451305 | 15 bar 0 mm 0.34
|19 | 19x 6mm | 10451906 | 15 bar 120 mm 0.50
Together with the 25 25x 7 mm 10452507 15 bar 150 mm 0.80
SVE-PRESSFIX (swaged fitting) | 32 | 32x Bmm 10453208 15 bar 200 ren 1.40
or SVB-COUPLINGS FOOD 38 | 38x 9mm 10453808 | 15 bar 230 mm 1.90
and the rubber protection rings | 40 | 40x 10mm | 10454010 | 15 bar 240 mm 2.40
itis the ideal hose assambly S0 | 50x 11 mm | 10455011 | 15 bar 300 o 290
| 65 | 65x12mm | 10456212 | 15bar 460 mm 420
ﬁ 80 | B0x15mm | 10458015 | 15 bar 560 mm 6.10
| 100 | 100 x 15 mm 10451015 | 15 bar 700 mm 8,10

g Suction and delivery hose (steel wire helix)

SVE - WARID TOP

- j® 19 | 19x 6mm 10421906 | 15 bar 80 mm 0.65
|25 | 25x 6mm 10422506 | 15bar 150 mm 0,85
V- P .| 32| 32x 6mm 10423206 | 15 bar 180 mm 1.05
' | 40 | 40x 7 mm 10424007 | 15 bar 210 mm 1.75
b 50 | 50x 8 mm 10425008 | 15 bar 270 mm 1.95
Vi | 65 | 65x Bmm 10426508 | 15 bar 380 mm 3.00
75 75x7.5mm 10427508 10 bar 420 mm 3.70
|80 | 80x 9mm 10428009 | 15 bar 480 mm 215
100 | 100 x 9 mm 10421000 | 15 bar 00 mm 5,30

Roll Lengths: 40 m

| 8 | Know How in hoses and hose engineering ! 0ar2010
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SVB - MILCHSAMMELWAGEN

Rubber milk collecting hose, highly flexible suction and delivery hose, very lightweight

flexible milk collecting hose

- Specifically designed for milk collecting trucks to guarantee at most flexibility, easy of handling a
all lightweight profile.

- Highly flexible spiral suction and delivery hose for loading and
unloading of milk tankers, resistant to raw milk.

- Highest degree in flexibility, easy handling and lightweigth.

- For suction and delivery purpose

- Rubber compound conforming to BfR recommendations
and requirements of german food-legislation and conforming FDA

Conforming: BfR Category Il / FDA Food and Drugs Administration
Tube: NR, white, smooth, mirorfinish, taste and odourless, food-quality
Cover: MNR-based, blue, abrasion and weather resistant
Reinforcement: plies of synthetic textile and steel wire helix

Working pressure: 5 bar/+20°C.(safety factor 3xworking pressure)

Vacuum: 0,8 bar/+20°C.

Temperatur range: -30°C. up to +80°C. / temporary: steam max. +120°C./30 min.
Marking: SVB-MILCHSAMMELWAGEN  BfR / FDA

LD | Measurement Article | Working- | Bending- Weight
mm |(Dx wal thickness)| number pressure | radius +20°, | app, ka'm

Suction and delivery hose (steel wire helix)

40 | 40x 55 mm | 10444005 | 5 bar 120 mm 130
Together with the 45 | 45x 55 mm | 10444505 5 bar 140 mm 1,45
Svgx}g‘.‘ggﬁm&‘;&g&gﬂmm 50 | 50x 6,0 mm | 10445006 | 5 bar 150 mm 155
or
arxd the rubber protection rings 52 | 52x6,0mm | 10445206 S bar 150 mm 1,60
it is the ideal hose assembly 65 65 x 6,0 mm | 10446506 5 bar 190 mm 200
75 | 76x6,5mm | 10447606 5 bar 210 mm .80
B0 | B0 x 6,5 mm | 10448006 S bar 250 mm 3,00
HULTIL B EN SIATTE Roll Lengths: 40 m
g I SVE . KARID Toe
o
SVE . PREMIUM A0

0ar2010 Know How in hoses and hose engineering ! [ 9 |
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SVB - DAMPFSCHLAUCH

rubber hot water and steam hose and beveragehose for non fatt foodstuffs, blue cover.
hot water and steam hose for cleaning

- Food quality steam and hot-water hose for heavy duty steam cleaning
and hot water washdown service in breweries, dairies, cremeries, food processing plants.
- White EPDM-Inliner hight temperature resistance and very goad resistance to agressive cleaning
Suitable for non-fat foodstuffs, juice, cider, grape must, wine
- Cleaning conventionally or bei CIP installations, high resistance against chemical cleaning products
- Rubber compound conforming to BfR recommendations
and requirements of german food-legislation and conforming FDA

Conforming: BR Category Il / FDA Food an Drugs Administration
Tube: EPDM, white, smooth, mirorfinish, taste and odourless, food-quality
Cover: EPDM, blue, abrasion and weather resistant

Reinforcement: plies of synthetic textile
Working pressure: 18 bar/+95°C.(safety factor 3xworking pressure)
6 bar/+164°C.(safety factor 3xworking pressure)
Vacuum: 0.4 bar/+20°C.
Temperatur range: -30°C. up to +85°C. hot water
steam max. +164°C./ 6 bar

Marking: SVB-DAMPFSCHLAUCH BfRKatll /FDA
LD | Measurement Article | Working- | Bending- Weight
mm KD X Wal thackness) Ak pressune radius +20° app. kgim
13 | 13x Smm | 11011305 |6 bar/+164° BOmm 0.35
19 19x 6mm | 11011906 |6 barr+164™ 120 mm 0.60
) 25 25x 7mm 11012507 |6 bar/+164*| 150 mm 0.90
Together with the
SVB-PRESSFIX (swaged fitting) 32 | 32x Bmm | 11013208 |6 bar/+164%| 200 mm 1.15
or SVB-COUPLINGS FDG_D 40 | 40x 9mm | 11014009 |6 bari+164°| 240 mm 1.70
fl“.‘: tﬁ": é“ﬂbaﬁehrnir:t:“:’;bimgs 50 | 50x 10 mm | 11015010 |6 bars164°| 300 mm 220
X » y 65 65 x 11 mm | 11016511 |6 bar/+164*| 420 mm 1,15
Roll Lengths: 40 m
e
SWB-Dampfschlauch for open-end discharge only up to +164°C.
g SRS T After use water steam and condensate drain!

[ 10| Know How in hoses and hose engineering ! 0ar2010




potable water / water hose BONI GmbH
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SVB - TRINKWASSER
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Flexible rubber hose suitable for delivery of potable water.

premium potable waterhose, blue-cover
rubber hose suitable for delivery of potable water

- Potable water hose with spezial-Inliner KTW Class ,,A" recommandations for potable water
and DVGW W-270 conforming. ( Germany )
- Suitable for footstuffs
- Cleaning conventionally or bei CIP installations, high resistance against chemical cleaning products
- Suitable for all commercial cleaning and disinfection products uses in the food-industry
- Inliner compound conforming to BfR and FDA for foodstuffs

Conforming: KTW A% DVGW W-270 potable water [ BfR / FDA foodstuffs
Tube: plastomer Inliner, white, smooth, mirrorfinish, taste and odourless
Cover: EPDM-based, blue, abrasion and weather resistant
Reinforcement: synthetic textile
Working pressure: 10-25 bar/+20°C.(safety factor 3xworking pressura)
Vacuum: 0.4 bar/+20°C.
Temperatur range: -30°C.-+40°C.(potable water) -30°C. up to +90°C.(hot-water) steam max. +120°C./30 min.
Marking: SVB-TRINKWASSER  KTW / DVGW BR [ FDA
LD, | Measurement Article | Working- | Bending- Welght
mm NID X Wall thickness)] number pressure | radigs +20° | app. kg/m
13 | 13x 3,5mm | 14121303 | 20 bar 70 mm 0.20
19 | 19x 40mm | 14121204 20 bar 120 mm 033
Together with the 25 | 25x 45mm | 1412545 20 bar 150 mm 0,50
SVB-PRESSFIX (swaged fitting) 32 | 32x 6,0mm | 14123206 | 14 bar 190 mm 0.85
or SVB-COUPLINGS FOOD 38 | 38x 65mm | 14123865 | 12bar | 240mm 1.10
and the rubber protection rings
it is the ideal hose assembly 50 | 50x 7.0mm | 14125007 | 10 bar 300 1.70

Roll Lengths: 40 m

HLLTILEREN SR
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BONI GmbH water hose
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SVB - ORCHIDEE

rubber hot and cold water hose in very good flexible quality

Suitable for discharge of hot and cold water,

air and light-chemical medias in many indsutrial applications

- highly flexibl, suitable for cold and hot water

washdown service in breweries, dairies, cremeries, food processing plants.
- black EPDM-Compount hight temperature resistance and very good resistance to agressive cleaning

- with four longitudinal coulores stripes

- high pressure 20 bar/+20°C. / high temperature Range up to +100°C.

- not for ptable water / not for foodstuffs or beverage

Tube: EFDM, black, smooth

Cover: EPDM, black, four orange strips, abrasion and weather resistant

Reinforcement: plies of synthetic textile

Working pressure: 20 bar/+20°C.(safety factor 3xworking pressure)

Vacuum: 0.4 bar/+20°C.

Temperatur range: -40°C. up to +100°C. hot water
steam max. +120°C./ 30 min.

Marking: SVB-ORCHIDEE

LD, | Measurement Article | Working- | Bending- Weight
mm YD X Wall thckness)|  number pressure | radius +20° | app. kg/m
13 | 13 x 3,5mm | 14020133 | 20bar 100 mm 0.26
19 | 19x4,0mm | 14020194 | 20 bar 150 mm 0.45
25 | 25x45mm | 1402354 | 20 bar 200 mm .60

Fof Lengths: 40 m
Together with the

SVE-PRESSFIX (swaged fitting)
or SVB-COUPLINGS FOOD

and the rubber protection rings

it is the ideal hose assembly

w
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pharma and foodstuffs BONI GmbH
& 0049(0) TH21-97420
2 info@boni-online.de

oa20M0

MANIPHARM - UPE/AC

AANIPHARE ues

rubber hose for pharmaceutical and foodstuffs with UPE-Inliner, antistatic
Pharmaproducts @ foodstuffs @ alcohol

- Premium pharma and foodstuff hose with white UPE-Inliner(ultrahigh molecular polyethylene),
conductive through a black UPE helix strip

- Versatile suction and delivery hose to convey a broad range of pharmaceutical, chemical and
alimentary products.

- special cover, marble finish, white-black colour, smooth, non-polluting materials

- Excellent chemical resistance by agressive cleaning and disinfection applications.

- Suitable for chemical, pharaceutical and foodstuffs

- Cleaning conventionally or by CIP installations

- UPE compound conforming to BfR, FDA

Conforming: BR / FDA Food and Drugs Administration
Tube: UPE (UHMWPE), white, smooth, mirrorfinish, taste and odourless, food-quality
black UPE helix strip £2<10° OHM, meeting 12115
Cover: marbled finish, white-black colour, smooth, suitable for application in the pharmaceutical

industry and in general in processes requiring the user of ineri, non-polluting materials
Reinforcement: synthetic textile and steel wire helix
Working pressure: 16 bar/+20°C.(safety factor 3xworking pressure)

Vacuum: 0,9 bar/+20°C.
Temperatur range: -30°C. upto +95°C./ temporary: steam max. +130°C./30 min.
Marking: MANIPHARM UPE  EN 12115
LD | Measurement Article | Working | Bending- Weight
mm D X Wall thickness)| number | pressure | radis +20° | app kg/m
;“vgs&_’;;'E*;“;F'l';ﬁmm S Suction and delivery hose (steel wire helix)
or SVB-COUPLINGS FOOD 19| 19x60mm | 12781906 | 16bar 185 mm 0,65
and the rubber protection rings
it is the ideal hose assembly 235 | 5x6,0mm | 12782506 | 16 bar 150 mm 075
32 | 32x6,0mm | 12783206 | 16bar 175 mm 1,00
40 | 38x6,5mm | 12783865 | 16bar 225 mm 1.30
e sure 50 | 50x8,0mm | 12785008 | 16bar | 275mm 210
J 65 | 65x 8,0mm | 127858508 | 16 bar 300mm 260
g m 75 | 75x80mm | 12787508 | 16bar | 350mn 3,10
" 100 | 100 x 8,0 mm | 12781009 | 16 bar 450 mm 4,90
Lo AD'T Roll Lengths: 40 m
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Flexible rubber hose with MFA-Inliner for pharmaceutical, cosmetic, foodstuffs
pharmaproducts ® cosmetic ® biotech

- Pramium universals suction and delivery hose designed to convey manifold chemial, pharmaceutical,
cosmetic and alimentary products within the pharma-cosmetic, biotech and food-inudstry.

- It exceeds the quality standards of the processing industry deman-
ding safe transfer of high purity products.

- It provides the most impermeable and ultra-smooth flucrinated inner

- liner available on the market superior to any other similar inner material

- It offers excellent resistance to extreme temperatures and good resistance to mechanical stress

- Cleaning conventicnally or by CIP installations

- MFA conforming FDA (21§177.1550 und USP 23 Class VI
- EU-Directives

82/711 EEC / B5/572 EEC / B0/128 EEC / 92/39 EEC / 93/9 EEC / 95/3
EEC / 91/11 EEC white EPDM-cover FDA-conforming

Tube: MFA (Perlucralkoxy Polymer), fully fluornated, white, smooth, mirrorlike

very high thermal endurance, stress-cracking, resitstance, bending and oxidation restistance
Cover: EPDM-based rubber, white, non-toxic, abrasion, ozone a. weather resistand (FDA-conform)
Reinforcement: plies of synthetic textile, and inox steel wire helix, and two corsses copper wires
Working pressure: 10 bar/+20°C.(safely factor 4xworking pressure)
Vacuum: 0,9 bar/+20°C.

Temperatur range; -50°C. up to +170°C. depending on comeyed product
steam max. +140°C./ 30 min.

LD. | Measurement Article | Working | Bending- Weight

Together with the mm D X Wall thickness)| number | pressure | radius +20° | app. kgim
SVE-PRESSFIX (swaged fitting)
or SVB-COUPLINGS FOOD Suction and delivery hose (steel wire helix)
and the rubber protection rings
it is the ideal hose assembly 13 | 13x6,0mm | 12721305 | 10bar 60 mm 055
19 | 19x60mm | 12721905 | 10bar | 907 0.72
ﬁ 25x 6,0 mm | 12722506 | 10 bar 140 mm 0,89
32 | 32x65mm | 12723205 | 10bar | 200mm 116
38x 6,5mm | 12723865 | 10 bar 250 mm 147
g SV - VARID TOP 50 | S1x7,2mm | 12725008 [ 10 bar 300 mm 2,08
P 63 | 63x B,0mm | 12726508 | 10bar 380 mm 2.80
75 | 75x80mm | 12727508 | 10bar | 500mm 348

Rl Lengths: 40m
| 1.1

E
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SVB - SIL 3 /P Siliconhose

."Gaa &u}%‘.
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Siliconhose for pharmaceutical, cosmetics and foodstuffs, platin catalyzed silicon quality

high purity silicon quality for pharmaceutical, foodstuffs, cosmetics, biotech,
Silicon compound conforming FDA and USP XXIlI Class VI

- Suction and delivery hose of pharmaceutical and cosmetic materials, fatty and non fatty foodstuffs,
translucent and high purity.

- desingned for the pharmaceutical, cosmetic, foodstuff industries where ist necessary for a high
performance hose made with a tasteless an cdourless compound.

- high purity platin catalyzes silicon quality

- high temperature range -60°C. up to 180°C.

- stainless steel spiral wire, and plies of polyester for high temperatur

- Cleaning conventionally or bei CIP installations

Conforming: Silicon Compound FDA [ USP 23 Class VI
Tube: Silicon, translucent, smooth, mirrorfinish, taste and odourdess
Cover: Silicon, translucent, smooth
Reinforcement: plies of synthetic polyester [ spiral stainless steel
Working pressure: 5 - 16 bar/+20°C.(safety factor 3xworking pressure)
Vacuum: 0,9 bar (+20°C.
Temperatur range: -30°C.-+180°C. temporay: steam max. +130°C./30 min.
Marking: SVB-SIL3/P
1.0, [ Measurement Article . Working- . Bending- Weight .
mm | { idxWallthickness  number pressure | radius +20° | app. Kgim
3 13x 5,5 mm 19071913 | 16,0bar B0 e 0.40
T ther with the
SVB-PRESSFIX (swaged fitting) 6 | 16xSSmm | 19071916 | 150bar | 7Smm | 046
or SVB-COUPLINGS FOOD 19 19x55mm | 19071919 | 133baxr | B0mm 0,53
and the rubber protection rings
it is the ideal hose assembly 5 25x55mm 19071925 | 10,0 bar 100 mm 0,64
k7] 32 %55 mm 19071932 | B4 bar 120 mm 0,79
MULTILEREr S AT T B 3B x65mm 19071938 | 6.6bar 150 mm 1,10
40 40 x 6,5 mm 19071940 | 6.6 bar 180 mm 116
g m 50 | S0x6Smm | 19071950 | S6bar | 240mm 142
-t 65 65% 7,0 mm 19071965 | S.0bar 290 mm 253
| UM s 75%7.5mm 19071975 | &0bar 360 mm 272
100 102 x 7.5 mm 19071999 | 5.0bar 400 mm 383
Roll Lengths:
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BON' GmbH ) pharma, cosmetic, foodstuffs

® 0049(0) 7821-97420
= info@boni-online.de

|, FDA.]

1> N |
= &)
Dng o2

biotech and food-inudstry.
- superior flex fatigue life
- low permeability
- unlimites shelf life
- performable
- solvent resistant
- light weight

- inertness to virtually all chemicals
- PTFE ist conforming FDA

Typ 1

Typ 2

Typ 3

Milchrohr DIN 11851, SMS, IDF, RJT Aseptik DIN 11846, Tri-Clamp DIN 32676,
Tri-Clamp IS0 and Zoll, Flange, Standpipe, BSP/ Metric thread female and male

L

NG

PTFE - HOSES

Flexible PTFE-hoses with single braid AISI 304
foodstuffs @ pharmaproducts ® cosmetic ® biotech @ alcohol ® steam
- This high molecular weight resin displays outstanding resistance

to a wide variety of chemicals. Combined with its superior

non-stick properties and wide temperature range, PTFE- hose is
problem-solver for any aggressive application in the pharma-cosmetic,

- a wide operating temperature (-60°C. to +260°C.)

for further information please contact us !

smooth bore hose with stainless steel braid
I.D. size 3,5mm - 254 mm

a helically convoluted PTFE pressure hose,
giving good flexibility, with stainless steel braid
I.D. size 5,5mm - 50,0 mm

a helically convoluted PTFE suction and pressure hose,
the external AISI 304 wire support guarantees high
vacuum resistance, very good flexibility and extreme
kink resistance. Outer cover of AlS| 304 stainless steel
braid.

1.D. size 9,5 mm - 100,0 mm

high flexibility smooth bore PTFE hose, with AISI 304
stainlees steel braid.

I.D. size 9,5 mm - 50,0 mm at special
integral PTFE
PTFE hoses assemblies and connectors lined and flared
in slainless steel 1.4404/1.4435/1.4475 Typ3+Typ4

[ 16 | Know How in hoses and hose engineering !
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STAINLESS STEEL HOSE

High temperatur stainless steel annular convoluted hose.
Stainless steel annular convoluted hose AISI 316L with single braid AISI 304L

- Corruagted flexible metal hose made with wide pitch corrugations from butt-welded tube.
- Suction and delivery hose

- high temperatur range -60°C. up to +400°C.

- lightweight and minimal bending radius

- Cleaning conventionally or bei CIP installations

Tube: Stainless steel AISI 316L conwoluted

Cover: single braid AISI 304 m
Working pressure: 15 — 140 bar/+20°C.(safety factor 3xworking pressure)

Vacuum: 0,9 bar /+20°C.
Temperatur range: -60°C.-+400°C..

. . . 1.D. Measurement Article Working- Bending- Weight
with single braid ¢ ¢ <
mm | ( Id.xWallthickness)] number pressure | radius +20° | app. Kg/m
6 6,0 / 150 mm 140 bar 100 mm 0,28
10 10,0 / 18,0 mm 100 bar 125 mm 0,39
o . 12 | 12,0 / 23,0mm 90 bar 125 mm 0,50
with single braid and
lying outside stanless 16 16,0 / 255 mm 65 bar 150 mm 0,55
steel spiral 20 | 200 /315mm 55bar | 150 mm 0,62
25 25,0 / 37,5mm 48 bar 175 mm 0,80
32 32,0 / 47,0mm 38 bar 200 mm 1,15
with stainless steel 40 40,0 / 56,5 mm 34 bar 250 mm 1,50
protection hose 50 50,0 / 71,0 mm 31 bar 350 mm 2,10
65 65,0 / 86,5mm 27 bar 500 mm 2,65
80 80,0 / 100,0 mm 24 bar 525 mm 313
with single braid and 100 | 130,0 /121,2 mm 15 bar 625 mm 4,15
outside stainless — -
steel spiral and tec. data hose with single braid
kink protection

Stainless steel hoses assemblies and connectors
in stainless steel 1.4301/1.4404/1.4435/1.4571

Milchrohr DIN 11851, SMS, IDF, RJT,Aseptik DIN 11846, Tri-Clamp DIN 32676,
Tri-Clamp ISO and Zoll, Flange, Standpipe, BSP/ Metric thread female and male

Welded after DIN 2827 cleaving and rigde free !

Know How in hoses and hose engineering !
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SVB - PRESSFIX FITTING

SVEB - VARIO

|
-

-
ILEBENSMITTEL

Swaged fitting (coupling) for SVB-hoses

Hygenically hose coupling
Hose Couplings for foodstuff, pharmaceutical, cosmetics and chemical industries

- We can supply any required length of hose on request, prefitted with our SVB-PRESSFIX hose
couplings.

smooth and hygienically clean connection, without any transition, between hose liner and fitting.
- high pressure resistance

smooth flow

gap-free connection

robustly, durable and safe

SVB - hoses assemblies and connectors
in stainless steel 1.4301/1.4404 /1.4435/1.4571

Milchrohr DIN 11851, SMS, IDF, RJT Aseptik DIN 11846, Tri-Clamp DIN 32676,
Tri-Clamp IS0 and Zoll, Flange, Standpipe, BSP/ Metric thread female and male, open welding end

e
gx?j

Rubber protection rings
for SVB-swaged fittings

' SVB — PRESSFIX available for SVB hose diameter
DN/NW_ (mm) 13| 18] 25 32 32] 2a | 38| 40 a0 50| s0] 5] 65 5] 75 o | &0 [ 100] 100
Wall thickness (mmij 3 6| 67| 6 8|65] 9 7 9 B 10| 8] 12| 14| 8 9115 9] 15
| delivery hose | v | ¥ v v o v v v
| suction / defivery hose| « | » | « | + v v v v v | v v
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SVB - COUPLING FOOD

s SVE - PREMIUM ADT

Coupling with aluminium clamps or stainless clamps for SVB-hoses

High pressure resistance hose coupling
Hose Couplings for foodstuff, pharmaceutical, cosmetics and chemical industries

- We can supply any required length of hose on request, prefitted with our SVB-COUPLING FOOD
SVB hoses

high pressure resistance

- smooth flow

robustly, durable and safe

with dropforges aluminium clamps

with stainless steel Clamps

SVB - hoses assemblies and connectors
in stainless steel 1.4301 /1.4404 /1.4435/1.4571

Milchrohr DIN 11851, SMS, IDF, RJT Aseptik DIN 11846, Tri-Clamp DIN 32676,
Tri-Clamp IS0 and Zoll, Flange, Standpipe, BSP/ Metric thread female and male, open welding end

9 &7

Rubber protection rings
for SVB-swaged fittings

Available for SVB hose diameter * with Stainles steel Clamps

DM/ NW  (mm) 13| 19| 25| 32| 32| 38| 38| 40| 40| 50| 50| 65| 65| 65| 75| 80| 80 | 100] 100
Wall thickness (mm) S| 6|e7| 6] 8|65 9] 7] 9] &a|w)] 8] 12| 14| 8] 9] 15] 9| 15
| defivery hose il o] ot v v v e v v
:sucﬁonfdelimy hose| «*| | v | v" ¥ v i v v | v V"
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HOSE - COUPLINGS

= B @

the complete hose with couplings from your service partner

Food - coupling
Milchrohr DIN 11851, Aseptik DIN 11864, Tri-Clamp, SMS, RJT, open welding end, flange

Hose couplings safety clamps Hose - couplings Flange DIN/ ANSI
aluminium / stainless stee| Stainless steel / brass stainless steel / stee|

Steamhose — Couplings Tank truck — couplings Quick couplings
stainless steel / brass stainless steel / brass stainless steel / brass / PP

Storz — couplings Cardan - couplings Quick - couplings
Guillemin — couplings stainless steel / steel stainless [ brass

20 Know How in hoses and hose engineering ! 092010
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SVB - HOSE REELS

Hose reels Stainless steel, with automatic retraction

- SVB-stainlees steel hose reels will increase the life of

expensive chemical fluid transfer and wash down hoses.
- Stainlees steel hose reels are ideal for food-processing,

pre-rinse, and wash down !

- automatic hose reels in stainlees steel AISI| 304

INOX

Typ

SVB-1000
SVB-1100
SVB-1200
SVB-1300
SVB-2500
SVB-3501
SVB-6001

SVB-1500
SVB-2000

SVB-2200
SVB-2201
SVB-2300

SVB-3000
SVB-4000
SVB-4500

SVB-5000

Pressure

200 bar
200 bas
200 bar
20 bar
200 bar
20 bar
20 bar

200 bar
200 bar

200 bar
20 bar
20 bar

200 bar
200 bar
200 bar

20 bar

bare

10 mm
10 mm
20 mm
20 mm
10 mm
20 mm
20 mm

10 mm

10 mm

10 mm
20 mm
20 rm

10 mm
0 mm

10 mm

Connection Cannection

B&sP

101G
[l ]
116
116
WG
116
"G

1 G
WG

1126
116
116

1 G
1 G
126

116

out
BsP

1 AG
1 AG
1" AG
1°AG
112" AG
1" AG
1" AG

11 AG
12 AG

W2 AG
1" AG
1" AG

12 AG
112" AG
1 AG

1"AG

swifel bracket 45°
for hose reeis

max. hase length

E 11 T R
m m m m
s 15 - -
0m 20 - -
- - 13 8
18 15

3 - -
: e |08 | a
- B0 40 30
15 15 - -
w oW - -
W w 13 B
- - 18 15
25 20 = =
40 ¥ - -
P I
- - 35

waight
ca. Kg

26
36
36

40

Article-
ha.

87401000
a7401100
87401200
87401300
87403500
87403501
720160

87401500
87402000

ET4012200
Br4012201
BT4042300

BT4013000
BT4014000
BT4014500

B74015000

reels without hose |
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SVB -

water saving valve

SVB - WATER SAVING VALVES

T

=
ﬁ'-
» e
& ligthweight
+ 1 inside plastic
c;ﬁ max. 12 bar
+50°C. FDA"
for cleaning and wash down
- brass and stainlees steel spray guns - robustly - =z -;:
- with unloosable rubber handgrip - easy handling E 5 -
el
SVB-510 STANDARD
SVB-400 STANDARD : for lance
- o 15 b aluminiurm r e 24 bar with male thread 1/2"
/ o+ S light s B,
Mt W, BTO0ZS05 e A N EO0S0R
- SVB-500 STANDARD SVE-511 STANDARD
. 24 b blue rro. 24 bar with 22 cm lance
s +BC brass e = BO°C
At e, BTO0S00 At K BROORS00
SVB - 501 STAINLEES-STEEL SVB-403 STANDARD
a2 b blue e 15 har aluminium
o, +5°C l ma < 0. with lance
= At Hr, BTO02459 A N ERODS0AA
= SVB -550 for more WATER SVB - 700 HOT-WATER
e, 24 b black i, 24 e stainlees steel
‘ max, # BT brass i, +05'C
Act. N, BTSN AL N, BRO04DE0
SVB-600 STANDARD HOT-WATER
e, 24 e with hanger SVB-750 withlance
. +BPC M, +85'C stainlees steeal
At N, BT002S00 A N, BU0aTeg
SVB-601 STAINLEESSTEEL (S nbass  BALL BEARING
e 24 with hanger . =gl SWIVELS
ax +85°C H sainkees steel
Agt. Nr, BTO02S05
SVB-650 for more WATER F SVB-LONN WATERSAVER
e 24 b with hanger gﬁ.#—:-_ are mrooson LONN
i+ BEPC brass ane oo o mm and 12 mm
Mt Wy, BTO0ES0T
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Everything about the hose |

Wall hose holder Rubber protection rings
brass stainless steel for hoses

Safety clamps swifels 360° Sponge rubber balls
aluminium / stainless steel stainless Steel / brass pipe cleaning balls

Manhole gaskets Seals Seals
for Tanks for hose-couplings for food-couplings

Hose clamps Hose clamps heavy Hose clamps ( 1+2 ear )
steel-zinc / stainless steel steel-zinc [ stainless steel steel-zink / stainless steel

02010 Know How in hoses and hose engineering ! 2




HIGH QUALITY HOSES
for

FOODSTUFFS
BEVERAGE
PHARMACIE
COSMETIC
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Qa Service
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BONI

D-77933 Lahr/Schw. (Germany)
Brudertalstr. 5a

® phone +49(0) 7821-97420
=~ fax +49(0) 7821-974230
£ info@boni-online.de
' www.boni-online.de
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